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BCTI Models below are Single Units with 1, 2, or 4 Fans/Unit 
   1 Fan Models            2 Fan Models___                 4 Fan Models___         

BCTI-020S BCTI-050S BCTI-080S BCTI-100S BCTI-160S 
BCTI-020X BCTI-050X BCTI-080X BCTI-100X BCTI-160X 

BCTI-020XE BCTI-050XE BCTI-080XE BCTI-100XE BCTI-160XE 
BCTI-020L BCTI-050L BCTI-080L BCTI-100L BCTI-160L 

BCTI-020LE BCTI-050L BCTI-080LE BCTI-100LE BCTI-160LE 
     

BCTI-030S BCTI-060S BCTI-090S BCTI-120S BCTI-180S 
BCTI-030X BCTI-060X BCTI-090X BCTI-120X BCTI-180X 

BCTI-030XE BCTI-060XE BCTI-090XE BCTI-120XE BCTI-180XE 
BCTI-030L BCTI-060L BCTI-090L BCTI-120L BCTI-180L 

BCTI-030LE BCTI-060LE BCTI-090LE BCTI-120LE BCTI-180LE 
     

BCTI-040S BCTI-070S  BCTI-140S BCTI-200S 
BCTI-040X BCTI-070X  BCTI-140X BCTI-200X 

BCTI-040XE BCTI-070XE  BCTI-140XE BCTI-200XE 
BCTI-040L BCTI-070L  BCTI-140L BCTI-200L 

BCTI-040LE BCTI-070LE  BCTI-140LE BCTI-200LE 
     

 
 

BCTI Models below are Higher Capacity Multi-Cell Units Proportional to Single Units 
BCTI 240HX BCTI 360HX BCTI 480HX BCTI 640HX BCTI 900HX 
BCTI 240HL BCTI 360HL BCTI 480HL BCTI 640HL BCTI 900HL 

     
BCTI 280HX BCTI 400HX BCTI 500HX BCTI 700HX BCTI 1000HX 
BCTI 280HL BCTI 400HL BCTI 500HL BCTI 700HL BCTI 1000HL 

     
BCTI 300HX BCTI 420HX BCTI 540HX BCTI 720HX  
BCTI 300HL BCTI 420HL BCTI 540HL BCTI 720HL  

     
BCTI 320HX BCTI 450HX BCTI 600HX BCTI 800HX  
BCTI 320HL BCTI 450HL BCTI 600HL BCTI 800HL  

 
See BCTI Footnotes on Following Page 
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Footnotes: 
 
Standard Features 

a.  Direct drive fan motors with cast aluminum alloy fans 
 

b.  Models ending in “S” are standard motor speed and fan diameter. 
 

Models ending in “X” have lower speed motors and larger fan diameters than “S” models for   noise 
control. 
 

Models ending in “L” have lower speed motors and larger fan diameters than “X” models 
for  additional noise control.  Replace suffix “L” with suffix “B” for belt driven fan in place of 
direct-driven standard fan. 
 

Models ending in “XE” or “LE” denote models with larger fan motors, higher rated fan power and 
higher rated capacities.  Replace suffix “LE” with suffix “BE” for belt-driven fan in place of direct-
driven standard fan. 
 

Models ending in “HX” are multi-cell units with additional fans and extended overall 
length   proportional to “X” models (Example: BCTI-360HX   =   two BCTI-180X) 
 

Models ending in “HL” are multi-cell units with additional fans and extended overall 
length  proportional to “L” models (Example: BCTI-1000LX   =    five BCTI-200L) 
 

c.  Fill media: Two layers, PVC, Pack C.10.12 – MM Aqua/Naman/Cool Deck 
 

d.  Drift eliminators: One layer, PVC, Pack D-15 MM Aqua/Naman. or Duron-C100 
 

e.  Stainless steel hardware 
 

f.  Hot Dipped Galvanized External Ladder and Red Oxide Coated Black Painted Base Frame. 
 
Optional features 

a.  Suffix C2 indicates 2 or 4 fan units configured for two operating sections 
b.  Suffix C4 indicates 4 fan units configured for four operating sections 
c.  Suffix RCC indicates towers with basin provided by installation in place of standard FRP basin 
d.  Suffix F indicates fan with FRP blades 
e.  Suffix ALIS indicates aluminum internal structural components and external louver frames 
f.  Suffix ALF indicates aluminum external louver frames 
g.  Suffix SIS indicates stainless steel internal structural components and external louver frames 
h.  Suffix SLF indicates stainless steel external louver frames 

 

  
 


